AMENDMENT NO. 7 DECEMBER 2016 
TO 
IS 1537 : 1976 SPECIFICATION FOR VERTICALLY 
CAST TRON PRESSURE PIPES FOR WATER, 
GAS AND SEWAGE 


(First Revision) 


(Page 4, clause 2.1) — Substitute ‘IS 1387 : 1993*’ for ‘IS 1387-1967*’. 
(Page 4, foot note *) — Substitute ‘(second revision)’ for ‘(first revision)’. 


(Page 4, clause 3.1) — Substitute ‘Grade FG 150 of IS 210 : 20097’ for 
‘Grade 15 of IS 210-19707’. 


(Page 4, foot note +) — Substitute ‘fGrey iron castings — specification 
(fifth revision)’ for ‘tSpecification for grey iron castings (second revision)’. 


[Page 4, clause 3.3, line 3 (see also Amendment No. 1)] — Substitute 
‘210 HBW’ for ‘210 HB’. 


(Page 4, clause 4.1) — Substitute ‘IS 1608 : 2005/ISO 6892 : 1998+’ for 
‘IS 2078-1962’. 


(Page 4, foot note £) — Substitute ‘tMetallic materials — Tensile testing at 
ambient temperature (third revision)’ for ‘tMethod for tensile testing of grey 
cast iron’. 


(Page 4, clause 4.2) — Substitute ‘IS 1500 : 2005/ISO 6506-1 : 19998’ for 
IS 1789-19618’. 


(Page 4, foot note§) — Substitute ‘§Method for Brinell hardness test for 
metallic materials (third revision)’ for ‘8Method of Brinell hardness test for 
grey cast iron’. 


(Page 5, clause 7.2) — Substitute ‘IS 1536 : 2001*’ for ‘IS 1536-1976*’. 


(Page 5, foot note *) — Substitute ‘*Centrifugally cast (spun) iron pressure 
pipes for water, gas and sewage — specification (fourth revision)’ for 
‘*Specification for centrifugally cast (spun) iron pressure pipes for water, gas 
and sewage ‘(second revision)’. 
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